LYTE 3T HELIX INDUSTRIAL TOWER SYSTEM
LYTE

LADDERS » TOWERS
Helix Tower Single Width Component Schedule
(P

Single Width - Platform Heights
150mim dual lotking casior
Adjustable keg

2 rung span framo : 1 1 . 1 1 . . 1 1 . 1 1 . . 1 1 . . 1 1
2 rung laddes frame - 1 1 - 1 1 - 1 1 - - 1 | - - 1 1 - - 1 1
3 rung span Irame - 1 - 1 - 1 1 1 - 1 1 1 1 1 1

3 rung ladder frame 1 1 1 1 1 1 1 ] 1 1

4 rung span frama 1 = 1 1 2 1 2 2 3 2 3 3 4 3 4 4 5 & 5 5 5 (]
4 ruing [iddes frame 1 1 1 2 1 2 2 3 2 3 a & 3 ] 5 i 5 5 & 5 8
1.8m - 2.5m hatch doeck 1 1 1 1 2 2 2 3 3 3 3 i 4 4 | B 5 ] -] 8 & &
t.8m - 2.5m hoeizontal braca -] ] L1 L] 10 1] 10 14 14 14 14 18 18 18 18 2% 22 i od 26 26 i 2%
21m - 2.7m diagonal brace 2 3 3 5 5 T T 9 a 11 1 13 13 15 15 17 17 19 1w 2 21 23 23
1.8m - 2.5m side (osboard 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Single width toeboard end 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Standard siahiliser 4 4 4 4 4

Telacopic stahiliser - - - - - - - | 4 4 i - - = . 4 4 & - - -

Lage lelescopic stabilser - - . - - - . - - - d ] d 4 - - 4 4 4 4 i

Component Schedule based on 3T specification. Aluminium toeboard sets available

Helix Tower Double Width Component Schedule

Helix Industrial Tower System Doubla Width - Platform Huights g : n.rii

- T!-'.I!“Qﬂ F.lffd Dﬁftlﬁﬂd to BE‘E'N 1 DD-‘-I:Q'.']EM 18&0mm dunal lockln;r casice 4 4 4 4 4 4 4 £ 4 4 L] L 4 4 4 4 4 4 4 4 + 4 4

. Dual brake onfolf system Adfstable leg 4 4 a 1 4 4 4 L] a 1 ] 4 a [ 4 a [ '] a 1 4 1 |

. Quick release pull rings with stainless stesl pin on all bracings 2 rung span frame = 1 1 - 1 1 1 1 1 1 - 1 1 1 1

*  Smooth & nbbed tubing on braces for gquick identification 2 rung ladder frame 1 1 : 1 1 1 1 1 - 1 1 1 1

«  Wide laddear with hexagonal rung for easier climb & additional safety 3 rung span frams x ! : 1 3 1 ; 1 1 1 B 1 1 1 1 1

. Large, articulated rubber feet on all stabfisars 3 rung ladder frama 1 1 . 1 1 1 1 1 1 ] 1

. 3T compatible 4 nng span fama 1 1 1 2 1 2 2 3 2 3 3 4 3 4 4 5 4 5 5 8 5 8

4 nng laddar frama 1 1 1 2 1 2 2 3 2 3 3 4 3 4 4 .1 4 5 5 -] 5 &

TE chnical Specification 1.8m - 2.5m hatch deck 1 1 1 1 2| 2 2 |l:a |3 3:| 3| a 4 4 | .4 5 | 5| & | & I A
Two widths avallable 1.45m & 0.85m 1.5 - 2.5m Standard deck t s Pl s o falala vl ol s by lalfalsl o4l pa]

: é:rffdfﬁ:;:;;ir:::;1280'-;;”5_:1 e 1.8 - 2.5m horizontal brace & | 6 |8 e T T R e R o e T o T e T S R - - - R

o Extruded hibe IRickness 1.6mm 2.9m - 2.7m diagonal brace 2 | & 3 § | 8 | Floe e ||| m ||| e 0] | w22

«  3mm Frame spigots 1.8m - 2.5m side toaboard 2 |2 |:= 2| 2| 2 2 |2 |:& 2| 2| 2| 2 |2 |=]2 2] =] ' |2 (e R 2

e Extruded aluminiem ladder stite & rung Dubii sy togtiowd mid 2 2|2 | » | & 2|2 |2 2|2|/2 @2 |2 | %|3 2 | 2|2 |2 |2 |2]|z

*  Heat treated gravily castings NSO k131 L0 SR LA 1208 MR AT G L

- Stainless steel bracing lock ping Tedecopic stabiliser - - - . . : i ‘ . . 4 i = : a i &

. Articulated rubber fest Large tefescopic stabiiser = E - - - . . - - - - - 4 4 4 . % . 4 " 4 4 4

4 iF?";'Q ‘5:1‘9‘ fl'i't'.“E-' lock clips Component Schedule based on 3T specification. Aluminium toeboard sets available

. einforced platforms
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